








Technical data: copper base membrane:

Key area from 7 x 7mm
Min. average distance between keys 11 mm
Installation height from 0.6 mm
Contact surfaces (depending on type) copper-laminated, silver- or gold-plated,
  snap domes gold-plated
Switch travel 
(depending on construction, up to IP 65) approx. 0.6 – 0.7 mm
Switch pressure, depending on membrane 3 – 5 N
Protection type (depending on construction) up to IP 67
Voltage 1 – 42 VDC
Current  _< 100 mA
Output _< 1 W
Conductor strip resistance* depending on design < 0.1 Ohm (for 100 mm length – 1 mm width)
   * Conductor strip resistance depends on the design of the product layout.  
 Conductive silver bridges in CuLs technology increase conductive resistance. 

Insulation resistance _> 100 MOhm
Bouncing time (dep. on actuation) < 10 msec
Operating life < 1 million actuations
Operating temperature:
For keypads with embossing 0° C to + 45° C
For keypads without embossing - 20° C to + 70° C
Transport/storage temperature:
For keypads with embossing - 30° C to + 45° C
For keypads without embossing - 40° C to + 80° C

The copper-laminated material is extremely 
fl exible, so there is almost no possibility of 
breaks to the membrane cable, and problems 
such as silver migration are practically impossible.

Instead of using an adhesive as in the case 
of conductive silver technology, we can safely 
and permanently solder LEDs, photo diodes 
or other components, and these are features 
which give our customers the security they 
require for everyday use. 
 

In contrast to many fi rms which offer keys using 
conductive silver technology, BOPLA manufactures 
high-quality keypads with copper-laminated base 
membranes, galvanically silver-plated (gold-plated 
on request). 

”A special feature: copper technology!”
 Andreas Wisgien, Membrane Keypad Designer
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The so-called “short-stroke” feeling considerably 
improves the input interface, including for keys 
with extremely small or extremely large surfaces. 

This is guaranteed by the highly-tactile, robust key 
element which is fi tted between the snap dome 
and front membrane. 

In addition to providing better feedback, the 
Profi line key areas are also extremely robust. 
The integrated acrylic inlay gives protection 
against dust and moisture and also protects 
the snap dome against possible deformation. 
Not even heavy point-specifi c pressure can 
damage the key areas.

Profi line – superlative technology – without 
any doubt, our EU patent is the effective result 
of our on-going developments to create keypads 
which offer the best haptic and ergonomic 
features. 

• Optimal fi nger guiding

• Large-surface keypads and contact elements 
 can be manufactured

• Freedom of design for the key shape

”Profi line – superlative technology!“
 Bernd Oevermann, Membrane Keypad Designer

 Profi line – what is so special and important about this technology? 
 The main features are the improved haptic and operability.

Profi line technology
Electrical characteristics:

Voltage 1 – 42 VDC
Consumption _< 100 mA
Insulation resistance > 100 MOhm
Contact bounce time < 10 ms
Contact element Snap dome, gold-plated

Mechanical characteristics:

Key geometry can be designed as required
Key size (d) min. _> ø 8 mm / 8 x 8 mm cornered / corner radii _> 1.0 mm
 [preferably: R2.0 mm]
Max. key size 260 x 360 mm
Clearance (a) from embossing edge 
to embossing edge _> 10 mm with circular embossing [preferably: 16.0 mm]
 _> 11 mm with parallel embossing edges
Installation height for keypad 1.4 – 1.6 mm (depending on construction) [preferably: 1.6 mm]
Key height 1.0 – 1.5 mm (standard 1 mm), tolerance +0.2 mm
Actuating force 3 – 5 N 
Switch actions up to 1 Mio.
Operating temperature 0° C to + 45° C (storage temperature - 30° C to + 45° C)
Membrane polyester; polycarbonate PETP; PC (Blend)
Chemical resistance List available on request

Profi line offers customers important advantages:

• Very good tactile feedback

• Tactile feeling to the key element

• Optimal force distribution means 
 less pressure on the snap dome
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There are many constructional advantages to 
the use of EL membranes, including their low 
mechanical installation height, their fl exibility, 
and their low power requirements. An additional 
advantage is the homogeneous light distribution 
in the back-lighting process. 

In contrast to points of light, the electro-
luminescent phosphor particles are evenly 
distributed on the surface of the membranes, so 
the membranes emit homogeneous light over 
the entire surface. This high degree of effi ciency 
means that the EL membranes consume very little 
power. If electric bulbs or LEDs are replaced with 
EL membranes, the power consumption is reduced 
by more than 50%. Almost any design can be 
created, because EL membranes are manufactured 
using silk-screen printing.

The back-lit Profi line keypad has additional 
advantages such as operating life, power 
consumption and haptic. This technology makes 
it possible to illuminate the keys separately – 
the light passes through a hole in the special 
snap dome into the integrated acrylic inlay, 
where it is scattered accordingly. 

The easy-to-feel key element makes it much 
easier to use.

One main difference in the construction of 
the back-lit Profi line keypad is the base 
membrane which is designed on the basis 
of an FR4 PCB. An LED is fi tted in the middle 
of the key fi eld on the back of this PCB. 

 Keypads with night design: EL membranes and Profi line back-lit

”Nowadays there are no limits to the use of electrical 
 equipment in dark surroundings!“
 Niko Kotzmaier, Membrane Keypad Designer
 Illuminated short-stroke keys, our back-lit Profi line keypad and EL membranes show the way! 

Keypads for dark situations
Profi line back-lit

The back-lit Profi line keypad is constructed 
in a similar way to the standard Profi line 
keypad, so it offers the decisive features of 
this technology and provides the well-known 
advantages for the customer.

• The key area is clear lacquered, max. ø 10.0 mm
• Key height: approx. 12 mm, tolerance +/- 0.2 mm
• Installation height of the keypad: approx. 2.8 mm, 
 tolerance +/- 10%
• Actuation force: approx. 5N

12 13



Technical features of our membrane keypads:

• Contact elements embedded between 
 high-quality polyester membranes 

• Stainless steel snap dome with gold-plated 
 contact side

• Safety chamber for each snap dome, 
 depending on design

• Elegant matt front membrane

• Protected against dirt and splashing water 
 acc. to DIN EN 60529

• Base membrane in copper technology or 
 in conductive silver technology

 State-of-the-art technology – 
 BOPLA’s modern, high-quality input systems

” The design of our input systems 
 ensures a high level of functional safety!”
 Nikolai Wilke, Input Device Product Manager

For special occasions – high-gloss technology 

A special type of surface design can be created 
by using a glossy membrane and a special 
structure lacquer. The partial glossy sections 
upgrade the design considerably, giving the 
keypad a sophisticated and high-quality look 
and ensuring that it stands out from standard 
industrial keypads.

For extra protection: double contact

High safety standards demand a high level 
of reliability, especially when it comes to 
operating devices and machines. This can 
be achieved by the use of keypads with 
two-stage key functions, which is why we 
offer the keypad with a double-contact 
function. 

The user can easily distinguish between 
two switch functions, and TÜV requirements 
for two separate switch levels are easily met.

When manufacturing our membrane keypads, 
we only use high-quality materials which ensure 
a long operating life, no matter under which 
conditions they are used. Our keypads are tested 
to guarantee their long-term functioning.
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 Genius and simplicity 
 combined: 
 FT-E technology

We supply your complete membrane keypad, 
including PCB and fi tted with active and passive 
components such as LEDs, resistors etc. 

First the various membrane layers and switch 
elements are assembled on the PCB, and then 
the outer edges are milled or punched and the 
required components fi tted to the extended 
base membrane.

The sheer simplicity of our FT-E technology 
will fascinate you: the input unit (FT) and 
the accompanying electronics (E) are on the 
same carrier material, without any expensive 
connectors which are susceptible to defects.

In this case, the thickness of the PCB material 
(FR4 etc.) is selected so as to ensure that the stability 
is comparable with that of a metal supporting 
plate. 

Threaded bolts can be fi tted, and openings or relief 
milling are possible. The decor layer is then fi tted to 
the front in the same way as aconventional keypad. 
Using this method results in considerable savings for 
our customers.

” The customer has high standards – 
 and we are happy to meet them!”
 Andreas Balzer, Head of National Sales

By using a direct combination of keypad 
fi elds with PCBs, a supporting plate can 
easily be dispensed with. 

 Low cost: 
 Keypad construction 
 without supporting plate

 System solutions

Service

Electronics

 Keypads

 Enclosures

 Do you need a complete production run from one source? We are the professional 
partner you can rely on when it comes to developing system solutions. You, the 
customer, can take advantage of our many years of experience in designing and 
manufacturing enclosure systems, membrane keypads, electronic modules and 
all-in system solutions.

 Using only state-of-the-art production facilities and operating on the basis of highly-
effi cient teamwork, we process our enclosures according to the customer‘s exact
specifi cations.
This service includes the usual mechanical processes such as drilling and milling.
We also take care of (i) terminal insertion, (ii) equipment with Pg or metric cable glands, 
and (iii) assembly of all the electronic elements. Personalised printing and front
membranes can be applied and fi tted to the enclosure.

 Our highly-qualifi ed and motivated employees are always ready to develop and
produce electronic modules, terminals and systems which are tailored to meet your
special requirements. 
Production capability ranges from the insertion, soldering and testing of the PCBs 
through to the actual assembly of the modules. If required, we can also seal the PCBs 
and provide the appropriate ESD packaging for transport purposes.

 The modern systems of today require professional input devices at the all-important 
interface between human operator and machine. 
Designing keypads which are both functional and attractive is what we do every 
day. Individual customised solutions are a special feature of our work. Any new 
developments introduced are all based on everyday practice and are the result of 
constructive and ongoing dialogue with our customers.

 Whether working on a standard solution or one specifi ed by the customer, we
develop the complete enclosure in full consultation with you, the customer. 
BOPLA enclosures protect the valuable components against damage and, thanks to a 
neutral but aesthetically pleasing design, have an attractive and recognisable look.
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Touch and membrane keypad

In the past it was often claimed that touch screens 
would replace membrane keypads. Our customers 
see it differently, and increasingly they are calling 
for a combination of both input systems. 

We will be happy to develop and implement 
solutions of this kind for you, so do not hesitate 
to contact us.

Integration of touch screens and glass

The integration of touch screens with enclosures 
or customer-specifi c supporting plates can be 
achieved in many ways. For applications which 
preclude the presence of edges which might 
harbour dirt (medical technology or foodstuffs), 
we also offer solutions with a continuous front 
membrane, laminated over the entire area or 
with spacer dots on the back.

”Touch screens: control by touch!“
 Stefan Matthes, Input Device Designer

Graphic user interfaces can be found everywhere today. 
We have been implementing the integration of touch screens 
in connection with our enclosures and membrane keypads for years.
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BOPLA sales organization
Germany
 Sales addresses are valid as of 01.01.2008

 National Sales Manager:

Andreas Balzer
+49 5223 / 969-115
abalzer@bopla.de

International Sales Manager:

Norbert Tinz
+49 5223 / 969-171
ntinz@bopla.de

Thomas Lüke
+49 5223 / 969-137
tlueke@bopla.de

Internal Sales Manager:

Silvia Spilker
+49 5223 / 969-138
sspilker@bopla.de

Commercial Distribution 
Manager:

Axel Wellmann
+49 5223 / 969-146
awellmann@bopla.de

Area Sales Manager:

Birgit Schulte-Beckmann
+49 5223 / 969-140
bschulte@bopla.de
for sales area 01

Heike Kretschmer
+49 5223 / 969-149
hkretschmer@bopla.de
for sales area 02

Regina Reeßing
+49 5223 / 969-139
rreessing@bopla.de
for sales area 14

Anja Krusel
+49 5223 / 969-151
akrusel@bopla.de
for sales area 04

Christopher Etienne
+49 5223 / 969-174
cetienne@bopla.de
for sales area 17 

Ralf Massmann
+49 5223 / 969-142
rmassmann@bopla.de
for sales area 06

Irene Weis
+49 5223 / 969-145
iweis@bopla.de
for sales area 10

Raphael Tiemann
+49 5223 / 969-176
rtiemann@bopla.de
for sales area 03

Marco Schröder
+49 5223 / 969-150
mschroeder@bopla.de
for sales area 07

Marketing System Solutions:

Sales area Northern Germany:
Sales area: 1/2/3/4/14

Marco Pape
Tel.:  +49 5223 / 969-212
Fax:  +49 5223 / 969-160
Mobile: +49 173 / 7276465  
mpape@bopla.de

Sales area Southern Germany:
Sales area: 6/7/10/17

Andreas Fliege
Tel.:  +49 5223 / 969-216
Fax:  +49 5223 / 969-160
Mobile: +49 173 / 7276467  
afl iege@bopla.de

Sales Manager 19“:

Paul-Gerhard Scheding
+49 5223 / 969-164
pscheding@bopla.de

Axel Germann
+49 5223 / 969-163
agermann@bopla.de

Sales Manager membrane 
keypads:

Field Staff:
Sales area Northern Germany:
Sales area: 1/2/3/4/14

Nikolai Wilke
Tel.: +49 5223 / 969-169
Fax:  +49 5223 / 969-160
Mobile: +49 173 / 7276476  
nwilke@bopla.de

Sales area Southern Germany:
Sales area: 6/7/10/17

Andreas Fliege
Tel.:  +49 5223 / 969-216
Fax:  +49 5223 / 969-160
Mobile: +49 173 / 7276467  
afl iege@bopla.de

Sales Manager: 

Joachim Niermann
+49 5223 / 969-166
jniermann@bopla.de

Ralf Konersmann
+49 5223 / 969-167
rkonersmann@bopla.de

Marcel Nehls
+49 5223 / 969-168
mnehls@bopla.de

 Agencies and fi eld staff

1 BOPLA sales area 1
 Roland Heisig
 Mobile:+49 173 / 7276471 
 Tel.:  +49 3327 / 565636
 Fax:  +49 3327 / 565637
 rheisig@bopla.de

2 BOPLA sales area 2
 Jürgen Stapelfeld
 Mobile:+49 173 / 7276470 
 Tel.:  +49 4154 / 791968
 Fax: +49 4154 / 7743
 jstapelfeld@bopla.de

3 ELTOP GmbH
 Jörg Oppermann
 Robert-Bosch-Str. 8
 30989 Gehrden
 Mobile:+49 172 / 5101231
 Tel.:  +49 5108 / 927320
 Fax:  +49 5108 / 927321
 eltop@eltop.de

4 BOPLA sales area 4
 Thomas Geißler
 Tel.:  +49 2162 / 1034308
 Fax:  +49 2162 / 1033679
 tgeissler@bopla.de

 6 BOPLA sales area 6
 Matthias Edinger
 Mobile:+49 173 / 7276463 
 Tel.: +49 6753 / 964208
 Fax: +49 6753 / 964245
 medinger@bopla.de

7 BOPLA sales area 7 
 Hans-Peter Müller
 Mobile:+49 173 / 7276468 
 Tel.: +49 7232 / 315357
 Fax:  +49 7232 / 50550
 hmueller@bopla.de

 10 BOPLA sales area 10
 Robert Waldau
 Mobile:+49 173 / 7276466 
 Tel.:  +49 9101 / 6516
 Fax: +49 9101 / 997355
 rwaldau@bopla.de

14 BOPLA sales area 14
 Rainer Nottberg
 Mobile:+49 173 / 7276479
 rnottberg@bopla.de

 17 BOPLA sales area 17
 Udo Metzulat
 Mobile:+49 173 / 7276462 
 Tel.:  +49 7159 / 933925
 Fax: +49 7159 / 933926
 umetzulat@bopla.de

 Sales area responsibilities:

1 Postcode 01-04, 06-17, 39 

2 Postcode 18-25, 27-28

3 Postcode 29-34, 361-362, 364, 37-38, 
 98, 99

4 Postcode 40-42, 47 (exclud. 475), 50-52

6 Postcode 35, 360, 363, 53-57, 60-69, 
 747-749, 767-768   

7 Postcode 72, 77-79, 88, 890-894, 
 8958-8959, 896, 86-87

10 Postcode 90-96, 80-85 

14 Postcode 26, 44-46, 475, 48-49, 58-59

17 Postcode 70-71, 730-746, 75-766, 
 891-8957, 97

 ASIA / Singapore
Phoenix Mecano S.E. Asia Pte Ltd.
53 Ubi Ave 3, #04-01
Colourscan Building
Singapore 408863
Tel.: +65 (0) 6749 / 1611
Fax: +65 (0) 6749 / 6766
 +65 (0) 6749 / 6749
pmsea@pmecano.com.sg
www.phoenix-mecano.com.sg

AUSTRALIA
Rubin Group Pty Ltd.
50 Whiting Street, P.O. Box 82
AU-1570 Artarmon, NSW
Tel.: +61 2 / 94392333
Fax: +61 2 / 94392278
csales@rubin.com.au
www.rubin.com.au

BELGIUM
PM Komponenten N.V.
Karrewegstraat 124
B-9800 Deinze
Tel.: +32 (0) 9 / 2207050
Fax:  +32 (0) 9 / 2207250
info.pmb@phoenix-mecano.com
www.pmk.be

BRAZIL
Phoenix Mecano
Comercial e Técnica Ltda.
Av. Prof. Alceu Maynard de 
Araujo, 185
BRA-04726-160 São Paulo / Brasil
Tel.: +55 (0) 11 / 5641-2201
Fax:  +55 (0) 11 / 5641-0882
vendas@phoenix-mecano.com.br
www.phoenix-mecano.com.br

BULGARIA
M. P. EL GmbH
Sofronii Vratchanski Str. 30
BG-1303 Sofi a
Tel.: +359 (2) / 9318002
Fax: +359 (2) / 9318002
sales@mpeltrade.com
www.mpeltrade.com

CHINA
Mecano Components (Shanghai)
Co. Ltd. & Phoenix Mecano
Components (Shanghai) Co. Ltd.
No. 1001, JiaQian Road, 
Nanxiang, JiaDing District
CN-201802 Shanghai, China PRC
Tel.: +86 21 / 69176590 / 6591/ 6603 / 1937
Fax: +86 21 / 69176532 / 6602
info@mecano.com.cn
www.mecano.com.cn

 DENMARK
Eegholm A/S
Grundtvigs Allee 165-169
DK-6400 Sønderborg 
Tel.: +45 (0) 73 / 121212
Fax:  +45 (0) 73 / 121213
eegholm@eegholm.dk

ESTONIA
Miltronic OÜ
Forelli 11 / Laki 5
EE-10621 Tallinn, Estonia
Tel.: +372 (0) 65 / 18970
Fax:  +372 (0) 65 / 18971
info@miltronic.ee
www.miltronic.ee

 FINLAND
Oy Elteosähkö AB
Kärsämäentie 23
FI-20360 Turku
Tel.: +358 (0) 2 / 4100200
Fax:  +358 (0) 2 / 4100230
info@elteo.fi 
www.elteo.fi 

FRANCE
Phoenix Mecano
76, Rue du Bois Galon-B.P.3
F-94121 Fontenay sous Bois, Cedex
Tel.: +33 (0) 1 / 53995050 
Fax:  +33 (0) 1 / 53995076
info.pmf@phoenix-mecano.com
www.phoenixmecano.fr

GREECE
Dimoulas special cables S.A.
100-102 Lenorman Str.
GR-10444 Athen
Tel.: +30-210 / 5157610
Fax:  +30-210 / 5157611
dimoulas@hellasnet.gr
www.dimoulas.gr

GREAT BRITAIN
Bopla Enclosures Phoenix 
Mecano Ltd.
6-7 Faraday Road
GB-Aylesbury Bucks HP 19 8TX
Tel.: +44 (0) 1296 / 398855
Fax:  +44 (0) 1296 / 398866
sales@phoenix-mecano.com
www.bopla-enclosures.co.uk

INDIA
Phoenix Mecano (India) Ltd.
388-389, Pirangoot Indl. Area
Pirangoot Hinjewadi Road,
Village Bhare, Taluka Mulshi,
Dist Pune - 412 108
Tel.: +020 / 22929203/04
Fax: +020 / 22929205
admin@pmipl-online.com
www.pmipl-online.com

BOPLA sales organization
International

 IRELAND
Reg Farrell Engineering Ltd.
Unit 19, Oak Road Business Park
Western Industrial Estate 
IE-Dublin 12
Tel.: +353 (0) 1 / 4659010
Fax: +353 (0) 1 / 4659011
info@rfe.ie
www.rfe.ie

ISRAEL
I.C.P.C., P.O. Box 119
IL-Netanya 42142
Tel.: +972 (0) 9 / 8656566  
Fax: +972 (0) 9 / 8656567
icpc@icpc.co.il
www.icpc.co.il

ITALY
Phoenix-Mecano S.R.L.
Prol. Via G. Di Vittorio 11
I-20065 Inzago (Milano)
Tel.: +39 (0) 2 / 95315260
Fax: +39 (0) 2 / 95310539
pmi.enclosure.sales@
phoenix-mecano.com
www.phoenix-mecano.it

 KOREA
Phoenix Mecano Korea Co., Ltd.
6F, Toolstec Kyung-Bok Building,
985-27, Shi-Heung 3 Dong,
Keum-Cheon Ku Seoul 153-864,
South Korea
Tel.: +82 2 / 2637 - 6922
Fax: +82 2 / 2637 - 6925
info@pmecano.co.kr
www.pmecano.co.kr

Phoenix Mecano Korea Co., Ltd.
71, Gyungnam Building,
225-67, Bugak-Dong, 
Geumjung-Ku,
Pusan, South Korea
Tel.: +82 5 / 15176924
Fax: +82 5 / 15176925
info@pmecano.co.kr 
www.pmecano.co.kr

CROATIA
Piletic d.o.o. 
Kaptolska 39
HR-10000 Zagreb
Tel.: +385 (1) / 3014-405
Fax: +385 (1) / 3639-399
piletic@zg.htnet.hr 
www.piletic.hr

 LATVIA
Miltronic SIA 
Brivibas Street 155
LV-1012 (Latvia), Riga
Tel.: +371 (0) / 7501900
Fax:  +371 (0) / 7501909
info@miltronic.lv 
www.miltronic.lv
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BOPLA sales organization
International

LITHUANIA
Miltronic UAB
P. Vileisio 18 II k.
LT 10306 Vilnius
Tel.: +370 (0) 527 / 80390
Fax: +370 (0) 527 / 80397
info@miltronic.lt
www.miltronic.lt

NETHERLANDS
PM Komponenten B.V.
Havenstraat 100
NL-7005 AG Doetinchem
Tel.: +31 (0) 314 / 368368
Fax:  +31 (0) 314 / 368378
info@pmkomponenten.nl
www.pmkomponenten.nl

NORWAY
Miltronic AS
Dölasletta 5
N-3408 Tranbyl/Norway
Tel.: +47 (0) 32 / 226610 
Fax:  +47 (0) 32 / 226656
info@miltronic.no

AUSTRIA
AVS-Phoenix Mecano GmbH 
Birostr. 17
A-1232 Wien
Tel.: +43 (0) 1 / 6150801-0
Fax:  +43 (0) 1 / 6150801-130
info@avs-phoenix.at 
www.avs-phoenix.co.at

POLAND
EX-CON Sp. z.o.o.
ul. Braniborska 58-68
PL-53-680 Wroclaw
Tel.: +48 (0) 71 / 7947047
Fax: +48 (0) 71 / 7947037
info@ex-con.pl
www.ex-con.pl

PORTUGAL
Nova Zeta 3
Automatização e Control, Lda.
Alameda, St. Antonio dos 
Capuchos No. 4B
P-1169-092 Lisboa
Tel.: +351 (0) 21 / 3553930
Fax:  +351 (0) 21 / 3553939
international@novazeta3.pt 
www.novazeta3.pt

  ROMANIA
Ecas Electro
Str. Cornelia 7, sector 4 
RO-75113 Bukarest
Tel.: +40 21 / 2048100
Fax: +40 21 / 2048330
offi ce@ecas.ro 
www.ecas.ro

RUSSIA
OOO AT electronics Moskau
ul. Avtosavodskaya 16-2
RU-109280 Moskau
Tel.: +7 (0) 95 / 1014425
Fax: +7 (0) 95 / 2344489
info@at-e.ru
www.at-e.ru

AT-Electronics Ekaterienburg
Bebelya str. 17, room 405
RU-620034 Ekaterienburg
Tel.: +7 (0) 343 / 2452224 
Fax: +7 (0) 343 / 2459822
ural@at-e.ru
www.at-e.ru

OOO AT Petersburg
Polytechnicheskaya str, d.9,B
RU-194021 St. Petersburg
Tel.: +7 812 / 7030817 
Fax: +7 812 / 7030834
spb@at-e.ru
www.at-e.ru

SE Spezial-Electronic
Vernadskogo prospect, 127
RU-117571 Moskau
Tel.: +7 (0) 95 / 433-2582
Fax: +7 (0) 95 / 434-4409
info@spezial.ru
www.spezial.ru

SE Spezial-Electronic
Aptekarfkej-Prospekt, 8
RU-197022 St. Petersburg
Tel.: +7 (0) 8 12 / 4381029
www.at-e.com.ua

SWEDEN
Miltronic AB
Kungshagsvägen 7, Box 1022
S-61129 Nyköping
Tel.: +46 (0) 1 55 / 77700
Fax: +46 (0) 1 55 / 77702
info@miltronic.se
www.miltronic.se

 SWITZERLAND
Phoenix Mecano 
Komponenten AG
Hofwisenstraße 6
CH-8260 Stein am Rhein
Tel.: +41 (0) 52 / 7427500
Fax: +41 (0) 52 / 7427590
zentrale.pmk@phoenix-
mecano.com
www.phoenix-mecano.ch

SLOVAKIA
ELING, s.r.o.
Trencianska ulica 863/66
SK-01851 Nová Dubnica
Tel.: +421 42 / 4455681
Fax: +421 42 / 4434172
eling@eling.sk
www.eling.sk

SPAIN
Sistemas Phoenix Mecano
España, S.A.
Pol. El Olivar, nave 15-16
Carretera de Logroño, Km. 247
E-50011 Zaragoza
Tel.: +34 (0) 976 / 786080
Fax: +34 (0) 976 / 787088
info@phoenix-mecano.es
www.phoenix-mecano.es

SOUTH AFRIKA
RADÉL
P.O. Box 4364
ZA-Cresta 2118
Tel.: +27 (0) 11 / 8886696
Fax: +27 (0) 11 / 8882390
info@radel.co.za
www.radel.co.za

TAIWAN
Phoenix Mecano S.E. Asia Pte Ltd
Taiwan Branch
Taipei Wold Trade Center  
Exhibition Hall
Room 4E-12, No. 5, Hsin-yi Road
Sec. 5 Taipei 110
Tel.: +886 2 / 27252627
Fax: +886 2 / 27252575
pmtwn@pmecano.com.tw

 THAILAND
Phoenix Mecano Thailand
Representative Offi ce
B.B. Building, 54 Sukhumvit 21  
(Asoke Road),
8th Floor, Unit 3811,
Klong Toey Nua, Wattana
Bangkok 10110, Thailand
Tel.: +66-2 / 2614175 / 2614176
Fax: +66-2 / 2614177
pmthai@pmecano.com.sg

 CZECH REPUBLIC
ELING BOHEMIA, s.r.o.
PO Box 33 Nadrahach 814
CZ-68604 Kunovice
Tel.: +42 (0) 572 / 549935
Fax: +42 (0) 572 / 549047 
eling@eling.cz
www.eling.cz

 TURKEY
ENTEK TEKNIK
Tansel Sokak No:18
(Sahsuvaroglu arkasl)
E-5 Gülsuyu Kavsagl Maltepe -
Istanbul-Turkei
Tel.: +90-216 / 4577732
www.entekteknik.com

Notes

 UKRAINE
AT Electronics Kiev
Zlatoustovskaya str. 32
UA-01135 Kiev
Tel.: +38 (0) 44 / 2192219 
Fax: +38 (0) 44 / 2192219
info@at-e.com.ua

HUNGARY
Phoenix Mecano Kecskemét Kft.
István kir. krt. 24.
H-6000 Kecskemét
Tel.:  +36 (0) 76 / 515-637
Fax:  +36 (0) 76 / 515-547 
Tel.:  +36 (0) 1 / 2624529
Fax:  +36 (0) 1 / 2613464
info@phoenix-mecano.hu
www.phoenix-mecano.hu

USA
Phoenix Mecano Inc.
7330 Executive Way
USA-Frederick, Maryland 21704
Tel.:  +1 (0) 301 / 696-9300
Fax:  +1 (0) 301 / 696-9494
customerservice@rose-bopla.com
www.rose-bopla.com

SALES REPRESANTATION
EAST EUROPA
Ex-Con-East
Heidestr. 19
D-01454 Radeberg
Mobil +49 173 / 6046519
Tel.: +49 (0) 3528 / 41500
Fax: +49 (0) 3528 / 415050
info@ex-con-east.com

Ex-Con-East GmbH
Moscow Representative Offi ce
ul. Avtosavodskaya 16-2
RU-109280 Moskau
Tel.:  +7 (0) 95 / 1014425
Fax:  +7 (0) 95 / 2344489
info-moscow@ex-con-east.com

BELARUS
RELPOL-M
Ul. Serafi mowicha, 13/24
BY-220033 Minsk
Tel.: +375 (0) 17 / 2984422 
Fax: +375 (0) 17 / 2114477
info@relpol-m.com
www.relpol-m.com

Please request 
your company’s own sample 

by sending an email to 
info@bopla.de

or by calling us on 
+49 5223 969-0.
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Welcome to BOPLA City!

Bopla Gehäuse Systeme GmbH   Borsigstraße 17-25   D-32257 Bünde
Tel.: +49 (0)5223/969-0    Fax: +49 (0) 5223/969-100
info@bopla.de   www.bopla.de

MEMBRANE KEYPADS 
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